


Product Features.

e Design - Full zinc alloy body in a stylish & robust design

« Colour - @® Black & Sliver

« Interface - USB Type-& USB Type-A

* Read / Write Speed - Ultra High Speed Data Transfer Performance:**

32GB- R150/W60MB/$4GB- R150/W100MB/428GB- R150/W100MB/s

* OS Supported
1. Standard USB compatible with Win10/Win 8/Win 7/Vista/XP, Linux v.2.6.xt,
Mac 10.X or above
2. Smartphone or tablet with On-The-Go supported requried*. For latest details o
compatible devices, please visit:
http://www.strontium.biz/support/installation-guide/

- Guaranteed - 5 Years Strontiuffi limited warranty

Speci cations.

« Available Capacities**** 32GB / 64GB / 128GB

e Dimensions 36.50 x 12.00 x 7.00 (L x W x D in millimetres)
 Product Weight Nearly 3 grams

e Operating Temperature 0°C to 65°C

e Storage Temperature -40°C to 85°C

 File Format 32GB -FAT32, 64GB / 128GB - exFAT

NITRO Plus On-The-Go TYPE-C
USB 3.1 Flash Drive

* 32GB
Product P/N: SR32GSLOTGCY
UPC: 8886450705960

* 64GB
Product P/N: SR64GSLOTGCY
UPC: 8886450705977

* 128GB
Product P/N: SR128GSLOTGCY
UPC: 8886450705984

|“| For Android™ 4.0+ devices with
' Type-C"USB support

( Storage Chart h
Capacities Di.gital Photos’ . Video Recording? Audio Recording®
5 Megapixel | 10 Megapixel Standard Full HD
32GB 13,104photos| 6,552photos 176 hours 480 minutes 8000 songs
64GB 26,208photos | 13,104photos 352 hours 960minutes | 16,000 songs
128GB 52,416photos | 26,208photos 352hours | 1,920minutes | 32,000 songs )

* For latest details of compatible OTG devices, please visit http://www.strontium.biz/support/installation-guide/
**USB 3.1 port required. Based on Strontium’s internal testing conditions; actual performance may be varied
depending upon host device, interface, usage conditions and other factors. quired. Based on internal testing;

performance may be lower depending upon host device. 1MB: 1,000,000 bytes.

***% A certain portion of capacity may be reserved for rmware and maintenance use, thus the actual capacity may
differ from that indicated on the product label.
1 Based on 5 and 10 megapixel JPEG compressed images. 2 Standard Video based on 320x240 384Kbps MPEG4

compression. Full HD video based on 1920x1080 9Mbps H.264 AVC compression. 3 Based on 4-minute 128Kbps MP3

audio les.
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